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Short description
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Stainless steel IP68 co N TY{ ':TN;HH)TUSB Revision 0
Hermetically sealed R6 NL1-10.10

Suitable for hopper seales and vehicle testing

w. CAN DIEN ¥ VIET PHAT

Current calibrated (sc-option)

Available models

Capacity Accuracy Full article description

10t C3/C4 BM14G4-C3/C4-10t-18B-SC-W1
20t c3/ca BM14G4-C3/C4-20t-18B-SC-W1
30t c3/ca BM14G4-C3/C4-30t-18B-SC-W1
40t c3/ca BM14G4-C3/C4-40t-18B-SC-W1
50t C3/C4 BM14G4-C3/C4-50t-18B-SC-W1
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Detailed specifications BM14G4

Accuracy class OIML R60 C3 | OIML R60 C4
Output sensitivity (= FS) mV/V 2.0+0.02

Maximum capacity ( Emax ) t 10, 20, 30, 40, 50
Max.number of load cell intervals Nic 3000 | 4000
Ratio of min. LC verification interval Y = Emax / Viin 8800

Combined Error %FS <+0.0230 | <+0.0175
Minimum dead load Of Epnax 0%

Safe overload of Ermax 150 %

Ultimate overload of Ermax 300 %

Zero balance of FS <+1.0%

Excitation, recommended voltage V

Excitation maximum V

Input resistance

Output resistance 7007

Insulation resistance >5000 ( at 50

Compensated temperature -10 ~+4

Operating temperature

~+70

Stainless steel

P68

Nm -

ANNIGESICTA” | 111D Ex iaD 20 T73°C | 113G nL IIC T4

CONG TY TNHH
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024.2219.3579 - 0987.812.1035

4-wire diagram

\

Input(+) Green

Output(-) Red

Input (-) Black

Output(+)  White
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Dimensions in mm
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024.2219.3579 1 9987.812.105
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Available accessories

BY-14-108-10-50t rocker support
e 1 piece, top, without mounting holes
e 1 piece, bottom, without mounting holes JJ__,_J]
e Stainless steel \
e Anti-rotation pin in the bottom base

77

BY-14-125-10-50t rocker support
e The same as the BY-14-108 but wijik

holes in the top base

less steel

rotation pin in the bat

the BY-14-108 but with mounting

CAR'DIEN TU WENPHAT

e Anti-rotation pin in the bottom base

024.2219.3579 - 098
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