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HM9B Load Cell zemicGY

EUROPE

Short description ( ( @ 6 @ROHS i @

Nickel'plated allgysteel IP68 dual shear beam load ”r test certificate no. D09-06.08
cell g, ) C of C no. R60/2000-CN1-06.06
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Available models

Capacity Accuracy Full article description

10t C3 HM9B-C3-10t-20B-2-FH

20t Cc3 HM9B-C3-20t-20B-2-FH

25t Cc3 HM9B-C3-25t-20B(-SC) -2-FH
30t c3 HM9B-C3-30t-20B(-SC) -2-FH
40t SE Cc3 HM9B-C3-40tSE-20B-2-FH
40t Cc3 HM9B-C3-40t-20B-2-FH

50t Cc3 HM9B-C3-50t-20B-2-FH
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Type HM9B Load Cell

Detailed specifications HM9B

Zemic

EUROPE

ot

Accuracy class OIML R60 C3

Output sensitivity (= FS) mV/V 2.0 £0.002

Maximum capacity ( Enay ) t 10, 20, 25 ‘ 30, 40SE, 40, 50
Max.number of load cell intervals Nic 3000

Ratio of min. LC verification interval Y = Enmax / Vinin 15000 ‘ 7500
Combined Error %FS <+0.0230

Minimum dead load Of Enax 0%

Safe overload of Epax 150 %

Ultimate overload of Epax 300 %

Zero balance of FS <t15%

Excitation, recommended voltage \Y ~12

Excitation maximum \"

Input resistance

700

Output resistance

700+ 7

Insulation resistance

>5000 ( at 50

Compensated temperature

-10 ~+

IP68
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4-wire diagram

Input(+) Red

Output(-)  White
L Input (-) Black

Output(+) Green
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EUROPE

Dimensions in mm
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Dimension
Capacity H ?s
10t 195 50
20t-40tSE 225 76
40t, 50t 267 82
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