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nd double load cells structured
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type avail

Available .

Capacity Accuracy Full article desriptio
50kg c3 L6G-C3-50kg-3G6
100kg c3 L6G-C3-100kg-3G6
150kg C3/ca L6G-C3/C4-150kg-3G6
200kg c3/ca L6G-C3/C4-200kg-3G6
250kg c3/ca L6G-C3/C4-250kg-3G6
300kg c3/ca L6G-C3/C4-300kg-3G6
500kg C3/ca L6G-C3/C4-500kg-3G6
600kg C3/ca L6G-C3/C4-600kg-3G6
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Type L6G Load Cell

Detailed specifications L6G

zemicG@

EUROPE

Accuracy class OIML R60 C3 OIML R60 C4

Output sensitivity (= FS) mV/V 2.0+0.2

o ) kg 50, 100, 150, 200, 250, 150, 200, 250, 300, 500,
aximum capacity ( Emay ) 300, 500, 600 600

Max.number of load cell intervals Nic 3000 4000

Ratio of min. LC verification interval Y = Enmax / Vinin 10000 15000

Combined Error %FS <+0.0230 <+0.0175

Minimum dead load Of Enax 0%

Safe overload of Enax 150 %

Ultimate overload of Enax 300 %

Zero balance of FS

Excitation, recommended voltage \Y

Excitation maximum \"

Input resistance

Output resistance

Insulation resistance >5000 ( at C)

-35~ +65

-40 ~ +70

Aluminium

IP65

o e— T

Shielded,
Cable dia
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024.2219.3579 - 0987.812.105
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Dimensions in mm
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